Operator’s Manual Addendum

for APP9015S

The following changes affect the APP60S Service Power Supply Operator’s Manual when using a 

APP9015S:

1.3
Specifications

Model



APP 9015S

Input Voltage


120 V / 240 V AC (15%
Input Frequency


60Hz
Input Current Max.

16 Amps
Output Voltage


60 V / 75 V / 90 V AC (5%
Output Current


15 Amps
Output Power


900VA @ 60, 1125VA @ 75, 1350VA @ 90
Output Current Limit

133% Rated Output Current
Efficiency


90% Typical @ rated load
Operating Temp Range

-40(F to +122(F  (-40(C to +50(C)
Dimensions


9.5” W x 9” H x 13.75” L
Weight



48 lbs
Finish



FLAT BLACK

2.  
Front Panel

2.2.A   
AC Output Breaker

This breaker protects the load from excessive output currents.  Reset breaker if tripped.

2.3.A  
AC Input Breaker

This breaker is used to turn the Power Supply on and off.  In the event the power supply Input Voltage Select switch is set incorrectly this breaker will trip.  Do not attempt to reset until the correct input voltage has been selected.

2.5.A  
60/75/60 VAC Rotary Switch

The 60/75/90 VAC switch is used to select output voltage.  Be sure to have correct output voltage settings selected before operation of power supply.  Do not rotate switch when unit is in operation, always remove power from power supply when selecting output voltages.

2.6.A
ON / OFF Switch

The input breaker is used as the power ON / OFF switch in the APP 9015S.

2.8.A   
AC Line Cords

Select either the 5-20P, or the 6-15P line cord depending upon the application.  Always select correct input line voltage before turning on power to the power supply.
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